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AES Impedance Converter 
AES Splitter 

for digital-analogue audio solutions  
 

110 WWWW balanced ��� �  75 WWWW unbalanced   
75 WWWW  unbalanced ��� �  110 WWWW balanced  

75 WWWW  unbalanced ��� �  110 WWWW balanced ��� �  75 WWWW  unbalanced  
 
 
 

 

BNC75-XLR110m 1x8 AES  
673.130.576.25 
 

             
 
8 port AES passive impedance converter: 
 

· 19", 1U, closed box 
· Front panel: 8 XLR male, balanced, 110 ohm  
· Rear panel: 8 BNC female connectors, 75 ohm  
· Max. attenuation 0.3 dB at 100 MHz 
· Individual input and output earths can be  

separated/connected via internal jumpers  
· Labelling strips on front and rear panels. 

 
 

BNC75-XLR110f 1x8 AES  
673.130.576.20 

            
 
8 port AES passive impedance converter: 
 

· 19", 1U, closed box 
· Front panel: 8 XLR female, balanced, 110 ohm   
· Rear panel: 8 BNC female connectors, 75 ohm  
· Max. attenuation 0.3 dB at 100 MHz 
· Individual input and output earths can be  

separated/connected via internal jumpers  
· Labelling strips on front and rear panels. 

Default setting 

Default setting 
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BNC75-XLR110 4f4m 1x8 AES  
673.130.576.40 

    
 
8 port AES passive impedance converter: 
 

· 19", 1U, closed box 
· Front panel: 4 XLR female + 4 XLR male, balanced, 110 ohm  
· Rear panel: 8 BNC female connectors, 75 ohm  
· Max. attenuation 0.3 dB at 100 MHz 
· Individual input and output earths can be  

separated/connected via internal jumpers  
· Labelling strips on front and rear panels. 

 

BNC75-XLR110 6f2m 1x8 AES  
673.130.576.30 
 

    
 
8 port AES passive impedance converter: 
 

· 19", 1U, closed box 
· Front panel: 6 XLR female + 2 XLR male, balanced, 110 Ohm  
· Rear panel: 8 BNC female connectors, 75 ohm  
· Max. attenuation 0.3 dB at 100 MHz  
· Individual input and output earths can be  

separated/connected via internal jumpers  
· Labelling strips on front and rear panels. 

 

BNC75-XLR110 2f6m 1x8 AES  
673.130.576.35 

    
 
8 port AES passive impedance converter: 
 

· 19", 1U, closed box 
· Front panel: 2 XLR female + 6 XLR male, balanced, 110 Ohm  
· Rear panel: 8 BNC female connectors, 75 ohm  
· Max. attenuation 0.3 dB at 100 MHz  
· Individual input and output earths can be  

separated/connected via internal jumpers  
· Labelling strips on front and rear panels. 

 

Default setting 

Default setting 

Default setting 
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10 port AES passive impedance converter: 
 

· 19", 1U, closed box 
· Front panel: 10 XLR female, balanced, 110 ohm   
· Rear panel: 10 BNC female connectors, 75 ohm   
· Max. attenuation 0.3 dB at 100 MHz  
· Individual input and output earths can be  

separated/connected via internal jumpers  
· Labelling strips on front and rear panels. 




BNC75-XLR110m 1x10 AES  
673.130.576.15 

         
 
10 port AES passive impedance converter: 
 

· 19", 1U, closed box 
· Front panel: 10 XLR male, balanced, 110 ohm   
· Rear panel: 10 BNC female connectors, 75 ohm   
· Max. attenuation 0.3 dB at 100 MHz 
· Individual input and output earths can be  

separated/connected via internal jumpers  
· Labelling strips on front and rear panels. 

 

BNC75-XLR110fm 1x2 AES  
673.130.577.10 

    
 
8 port AES passive impedance converter: 
 

· 19", 1U, closed box 
· Front panel: 1 XLR male, 1 XLR female, balanced, 110 ohm   
· Rear panel: 2 BNC female connectors, 75 ohm  
· Max. attenuation 0.3 dB at 100 MHz  
· Individual input and output earths can be  

separated/connected via internal jumpers  
· Labelling strips on front and rear panels. 

 

Default setting 

Default setting 

Default setting 
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8 port AES Splitter  
 
GSP 8x1x2 XLR(f)-BNC AES 
673.130.576.50 
 
 

 

 
   
 

 
 
 
8 port AES passive splitter: 
 

· 19", 1U, closed box 
· 8 dual splitters 
· Inputs on front panel, outputs on rear panel 
· Input: XLR female, balanced; 110 Ohm  
· Output 1: BNC female, 75 Ohm  
· Output 2: XLR male, balanced, 110 Ohm   
· Individual input and output earths can be  

separated/connected via internal jumpers  
· Max. attenuation 1 dB @ 100 MHz output 1 
· Max. attenuation 6 dB @ 100 MHz output 2 
· Labelling strips on front and rear panels. 

 
�

Default setting 
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Universal  connecting patch panel  with integrated  impedance  converter  
 
USF 1x32 AV 3/2 IMP  (19", 2 U) 
 
Ghielmetti offers different impedance converter modules for use with a connection patch panel. A standard
universal connection patch panel USF 1x32 AV can be equipped with an impedance converter module for
balanced and unbalanced lines, 110 Ohm and 75 Ohm. Easy to use! 
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2 channel impedance converter modules  
 

            
         
           75 WWWW ��� � 110 WWWW     110 WWWW ��� � 75 WWWW    
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Applications 

 

Swiss Radio DRS, Basel 
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