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The modular routing, and connecting system  
for signals from DC to 3 GHz and HDTV 
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for all Telecom, Data, Audio, and Video connections  
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
With its new product range MODULINE Ghielmetti offers a completely modular and flexible matrix and 
patch system for Audio, Video and Data connections. The different modules enable an individual 
configuration of different routing functions. MODULINE is supplied in a standard 19“/2RU frame or in 
requested surfaces. The basic modules have the standard size of 21 TE (optional 24TE). The 
different signals like audio digital (AES/EBU), audio analog, video digital (SDI, HDTV), RS422, ISDN, 
Tally, RS232 etc. are clearly marked by variable colours of the modules. For the link up with the 
connecting cables, different connecting modules are available: XLR, RJ45, RP300, direct connectors 
as well as cascading cables in various lengths.  
 
MODULINE ranges currently the following basic modules:  
 

�� Signal Matrix 4x8, 2-, 3- and multipole 
�� RS422 Connecting Patch Panel 1x4, 6-pole 
�� Standard Patch Panel 1x8 and 2x8 in different functions 
�� SDI-Video Patch Panel 1x4 and 1x8  
�� Plug-in connecting modules with XLR, RJ45, Siemens 30-pole multicore and others 
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Moduline-Rack 19"/2RU, T=245mm  673.130.322.05�
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All MODULINE modules can be screwed very fast 
and easy into a standard 19”/2RU frame. 
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Impedance converting in digital-analog audio networ ks 
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BNC75-LA110 1x2 AV 		 LA110-BNC75 1x2 AV 	 BNC75-BNC75 1x2 AV  
673.130.577.01 673.130.545.01 673.130.587.00 
2-channel impedance converter 2-channel impedance converter 2-channel impedance converter 
75 Ohm asymmetrical (BNC) to 75 Ohm asymmetrical (BNC) to ���������	��
��
����������������������	��
��
������ �����   
symmetrical (Solder lug)  110 Ohm symmetrical (Solder lug)  and 110 Ohm symmetrical to 75 Ohm asymmetrical (BNC)�
�
�
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     8-Kanal: 75 WWWW  ��� �   110 WWWW 8-Kanal: 110 WWWW ��� �   75 WWWW    
 

 BNC75-MX110 1x8 AV  MX110-BNC75 1x8 AV  
673.130.576.00 673.130.546.00 

 8-channel impedance converting module to USF 1x32 AV  8-channel impedance converting module to USF 1x32 AV 
75 Ohm unbalanced (BNC) to 110 Ohm balanced (MOLEX) 110 Ohm balanced (MOLEX) to 75 Ohm unbalanced (BNC) 
  

8-channel impedances converting modules:   75 WWWW  ��� �   110WWWW  ��� �  75 WWWW		  

�
    
   BNC75-BNC75 1x8 AV 673.130.588.00 
    
   8-channel Impedance converter 
   75 Ohm unbalanced (BNC) to 110 Ohm balanced 
   and 110 Ohm balanced to 75 Ohm unbalanced (BNC) 
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6-pole patch cords, connectors, normalling plugs  
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6-pole stereo patch cord , analog, digital, AES/EBU  
 
GSK 323/60 sw, 60 cm  673.910.228.00 
GSK 323/90 sw, 90 cm  673.910.228.10�

 
 
6-pole connecting plug  
for 6-pole or stereo connections 
 
GVS 326 S sw     673.910.232.00 

�

  
 
6-pole cable connector  (2x3-pol) 
max.  Ø 5,9 mm 
 
GKS 316 s 673.910.231.00�
�
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Ausschaltdämpfung 
10 kHz - 5 MHz 
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10 kHz - 5 MHz 
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